Safety Slim Type Door Lock Switch

10. Use only Autonics operation key.

1y Falursolow thisinsructionmay resutin producedamage. L Contact Composition and Operation Manual Unlock
. Install the operation key tightly within the range written in ‘Installation’ with welding, rivet, or
. special bolt in order not to be easily released from the switch. Connection diagram represents the locked status with the operation key inserted. + Do not use the release key or rear release button to stop the machine.
Failure to follow this instruction may result in product damage. (m: ON, % OFF, @ Direct nin tion ible)
F D L e rl es 12. When it comes to the Solenoid Lock/Mechanical Release model, make it to be locked by b d » - Direct opening action possibie, B Release key
supplying power after the door is closed. . _ .
Failure to follow this instruction may result in malfunction, if the power is supplied when the door is Model ﬁ"“ﬁad it Connection diagram Contact " Releasekey | Normal Maruil + Release key position
opened. el ock monitor+ R K ontact operation unloc| 9
| N ST R U CT | O N M A N U A |_ 13. When changing the direction of the head, make sure that the cam inside the head does not door monitor) DEETGEEAier | Ledmeniay Front: SFDL2-C100-000
rotate. (@] [E20] Operationkey ~ Operation key
Failure to follow this instruction may result in malfunction. completeinsertion  extraction Cross type S
< L 0 ()
— Ry | 0 b= SR E
H |
TCD210223AG Avtonics autions during Use | [ — N
« Followinstructionsin ‘Cautions during Use’. Otherwise, it may cause unexpected accidents. @ | 1 114 )
Thank you for choosing our Autonics product. ) + Thisunitmaybe usedin the followingenvironments. ?E%ZE'FDHGA %mgﬁ Eg* e ; ; e —— — Bottom: SFDL2-O0C-00C1T
Read and understand the instruction manual and manual thoroughly before using the -\n{d_oogs(\ntheenvwronmentcondmon ratedin ‘Specifications’) 3334 « You can manually unlock the switch in the emergency situation such as blackout, when wiring,
product. . . . X . . X -Altitude max.2,000m | | 63-64 before supplying power, or when testing operation of the door or switch.
'F:or yoursafety, rea: ang fo::ow ::e beloy:ljsa :'ty conslgterapotr;qs be r:re ut§|ng. L oth -Pollution degree 3 I I I Lock position | « When using the release key, turn it to the marked position completely. Otherwise (under 90°),
oryoqrsa::‘:tx, read and follow the considerations written in the instruction manual, other ,\Enstlanat\or}cate%ory|n N e | I o switch can be damaged or malfunction.
-Enclosure Type FDL2- B . . i
Keep this instruction manual in a place where you can find easily. yp R 3NC+2NC/INO. @ ! ! 9150 Do not apply the force over 0.2 Nm on the release key. It can be result in product damage.
0 T éigj B Rear release button
[ Visit Autonics website (www.autonics.com or QR code) for the latest information. Product Components : : - « Itis possible to manually unlock by pressing the rear release
S ?‘.-"} ] Mange_ﬂs, _CAD fﬂes,_ ;em_ﬂcat\ons, software, etc. are ava\la_ble. The d_\menswons, @ button. Use only for emergency evacuation when workers are
b -1.:% 1 speé\flctaﬁ\ons, cemflctat\ons, etc. are subject to change without notice for « Product « Instruction manual  « Special type release key SFDL2-0I016C INC/NGAING @ | | 11-42 trapped in the work area.
N product improvement. i - L/INO+3NE 21-52 « Wh ingthe rearrel button, pressitall the way down, and
! . <conti : ‘ Special type release key model) 0oo enusing therear release button, press itall the way down, a
@.‘-‘a‘z}ﬁ% Certain models may be discontinued without notice. Sp yP y S : I 31-32 after use, pullitall the way back to its original state. Otherwise, the
) : : 63'64| switch may be damaged or may not function properly.
3 3 Lock position « Thedoorwill not lock while the button is pressed.
Safety Considerations Sold Separately SFDL2. 006D e | | 1.4 + Itis possible to extend the button length with the rear release
« Observe all ‘Safety Considerations’ for safe and proper operation to avoid hazards. « Operation key: SFD-K[_] « Safety door lock slide unit: SFDL2-SD -0 3NCAHNC. @ | | 21-52 extensmn_button (.SOId separately: SFDL2-REL_J).
+ A symbol indicates caution due to special circumstances in which hazards may occur. . . - (&) | | 3132 For more nformation, refer to the product manual.
« Rear release extension button: SFDL2-REC_]  « Group locking device: SFD-LT/ | | 61-62
‘ A Wa rNING Failure to follow instructions may result in serious injury or death. Connecting cable: SFD-LT-CL]
01. Fail-safe device must be installed when using the unit with machinery that may cause o Dimensions
serious injury or substantial economic loss. (e.g. nuclear power control, medical equipment, Ordering Information Status Indicator Unit: Forthe detailed di ) fth duct. follow the Autoni bsit.
ships, vehicles, railways, aircraft, combustion apparatus, safety equipment, crime/disaster g o _ * Unit: mm, ' orthe def a‘\ €d dimensions of the product, follow the Autonics web site.
prevention devices, etc.) - ) » ) ) o o The status indicator operates at 24 VDC regardless of polarity. M Frontinstallation
o2 S e i oy sl s e e s et ot e i gl ony ot e
-apersonnel who is fully aware of installation, setting, operation, and maintenance of the e s ’ - . possible to display the status wanted. button existing type.
product 0
- a personnel who well observes standard/regulation/statute on the product by type of ‘ S FDL2 - o e e - o e @ o = 9 "] ~
machine the product installed in and nation/region the product used in Insta llation ;‘1 F
Machine user means a personnel who is appropriately trained about using machine by the © Head material © Connection outlet specification ot
?;ssi:wu ﬁaal:naaggzll’: Isn‘:-:st Zitt;‘ ticthrlanire\ ;l;:rr::zl:)ig:r:::rt gﬁgﬂiﬂgﬁaﬁfgﬁﬁﬁe product. QOPTatr.k: Metallic AGA12/02 Aézl%%eadd + The head of the switch can be rotated by loosening the four screws from the corners of the e
i i ; s Plastic : rea head and reinstalling the head in the desired orientation.
Machine user has to report directly to the system manager when unusual status has been g
found while system is operating. ) » _ ) ) © Lock/Release method O Release key type « Besure toinstall the switch with the minimum radius at a hinged door as shown in the table. o 20
Ealluret?hfol@owdthlsmstruTt\on may result in personal injury, economic loss or fire due to operation M: Mechanical Lock/Solenoid Release No-mark: Cross type For more information about operation keys, refer to the product manual. |30
y unauthorized personnel. . i ; X : Door hinge — — —
03. The product has to be installed, set, and combined with machine control system by the S: Solenoid Lock/Mechanical Release K: Special type & Operation | Minimum radius h om— @0 F
qualified system manager. © Contact composition © Rear release button key R1 R2 PR T i
Failure to follow this instruction may result in personal injury due to unintended operation and 6A: Lock 2 N.C./1 N.O. +Door 2 N.C./1 N.O. No-mark: None SFD-KH o
unstable detection when performed by unauthorized personnel. X - Eyi - N
04. Before using the product, check that function of the product operates as intended while GBj Lock 3N.C.+Door2N.C/LN.O. B: Exist SED-KL | n n
M f - 6C: Lock 2 N.C./1 N.O.+ Door 3 N.C. SFD-KHR _ |300mm 300 mm SR, N
machine is turned off after installation. . Ty
Failure to follow this instruction may result in personal injury due to unintended operation and 6D: Lock 3N.C.+ Door 3N.C. [ =22z SFD-KLR @ %@ o) I [
unstable detection. - . ] " O Installation direction O Release key position SFD-KLT ® g :
05. Do not use or store the unit in the place where flammable/explosive/corrosive gas, high No-mark: Front installation No-mark: Front SFDKLF
humidity, direct sunlight, radiant heat, vibration, impact, salinity, moisture, or steam, or B: Reari y lati B : - === {50 mm 300 mm 3
dust may be present. : Rearinstallation : Bottom SFD-KLF2
Failure to follow this instruction may result in explosion or fire. Ins f : : : i
A i . + Inspect the inserted operation key remains + Recommended screw tightening torque
06. Do not disassemble or modify the unit. B ) ) = 2 within the set zone (0.5 to 3 mm). ——
Failure to follow this instruction may result in personal injury or fire due to loss of safety function. SpeCIflcatlons Screw Ti torque ® 209
07. Do not connect, repair, inspect, or replace the unit while connected to a power source. Setzone:0.5to3mm Terminal screw (M3.5) 06t008Nm %‘* 21509
Failure to follow this instruction may cause the external devices connected to the product to operate SO O0 O SO BT e . W 0.3 0.5 T 42 2 35 .
unexpectedly. Model ¢ - " i A g erminal block screw 3t00.5Nm . .
08. Do not defeat, tamper, modify, or bypass the switch and enter the door. — = SFDL2-[ICIC-CICIKL SFDL2-CIEIC-CICIKE-L] Coverscrew (M3) 0.7t009Nm B Rearinstallation
Failure to follow this instruction may result in personal injury. Directing opening force = 80N O Head mounting screw (M3) | 0.7t0 0.9 Nm
09. Be cautious about the installing place of the operation key in order to protect worker from Directing openingdistance | = 10mm €ad mounting scre HACLE
Pureta ol s mtroeton may eestn porsonatnur Locking pulloutstrength _| = 1.300N 0 o e
ilu w this instruction may result injury. Overatinesnecd 005t0 1 m/ M20 NUT, G1/2 NUT 1.3t015Nm
10. Do not use a head of other product. pera - 8 SP! 2510 2 mys
Failure to follow this instruction may result in personal injury or fire due to loss of safety function. Operating frequency = 20/min « Install the operation key within =1 mm « Cable gland specification and recommended 90
11. Install separate safety device to fix door closed, or door can be opened because of vibration Mechanical life cycle > 1,000,000 operations (20/min) from the center of the operation key hole product 1130
or weight of the door. X i (SLOT). Thread
Failure to follow this instruction may result in personal injury. Indicator (%Jﬁfggéddsggr?doi;;%n;ignsrt]it&ison) ] + =+ sl’::a g S G % E @74?‘ #
12. Check the installed status of the switch, operating status of the switch, and signs of damage, . £lmm *lmm T ’ﬂ
modification, tampering of the switch at the following situation and regularly on a weekly Vibration (malfunction) 0.35mm amplitude at frequency of 10to 55 Hzin each X, Y, Z direction for 10 min G1/2 cp FCGLG12B [4-8mm o o
basis, and additionally as needed. 5 . S— . H SYSTEM |FCGL-G16B |7-12.3mm [S—1 _1_.»_20—« “ ||
- when operating the safety system at first Shock 1,000 m/s’ (~ 100G)in each X, Y, Z direction for 3times ST-M20X1.5 ® 7 I B
- when replacing component of the system Shock (malfunction) 80m/s* (= 8G)ineach XY, Zdirection for 3 times n H M20 LAPP /5311-1020 6-13mm m £
- when the system has not been operated for a long time Ambient temperature -10t0 55°C, storage: -25 to 65 °C (a non freezing or condensation environment i ; - S
Failure to follow this instruction may result in personal injury due to malfunction of the product and = - g N : g ! ) + Incase of using the cable gland with the 9 mm
safety function Ambient humidity 35to 8? %RH ’Sto’ag% 351085 9%RH screw thread or longer, a gap between the switch
. . o
13. Solenoid Lock/Mechanical Release type switch is locked with power connected and is = d flon Ireezing or con ensation environment) and cable may affect the protection structure. &
unlocked without power. Be cautious that the switch can be unlocked before complete stop BIOLEcHONETICHTIE IP67 " {([EC standard, except for head) « When closing the cover, set the release key to the LOCK position. It may cause product damage.
(F);'Th:eEafgnénet‘#gﬁw:tl:lacﬁgun:gccr:;sft in personal njur Material Heai;(zwr(;;or Pg Ce[:HP[A + Ifthe seal rubber is detached or lifted, or if foreign substances are attached to the seal rubber, it Awtoafes
ilu w this instructi y result i injury. Approval D : : : : B L
14. Check ‘Connections’ before wiring. And make sure that there are no safety problems. APP gFEDE;D]D ])DK/KB e st o Bﬁea;(y)éajssgdetenorat\on of the sealing force. Check that there is no problem with the seal rubber a G
Failure to follow this instruction may result in personal injury or fire due to loss of safety function. ECESSOTY, -~ a L (Special type release key): rotating key - o ) . 55
- Unit weight (packaged) Normal type: = 400 g (= 490 g), rear release button type:=~ 395 g (~ 485 g) + Do not use other than regular screws. There is a risk that the sealing power may decrease. 2 355 |
‘ A Caution Frailure to follow instructions may result in injury or product damage. 01) Rated protection structure s for the switch body. Be cautious about preventing the head part from entering the foreign B Panel cut-out
materials such as dust and water. . . . .
01. Use the unit within the rated specifications. H + Frontinstallation + Rearinstallation
Failure to follow this instruction may result in fire or product damage. Contactblock Resitive load: 6 A/250 VAC~. 06 A/250VDC Connections 20" 61 ) 61" 20"
02. Since solenoid has polarity, wire cables and supply voltage ensuring correct polarity. Do not esistive load: ~, 0. = - : . N . . . .
supply voltage aboSe the |¥ated voltage specifigiixn, 8 e P 4 Rated voltage/currentforload | Inductive load (IEC): AC-153 A/240 VAC~, DC-13 0.27 A/250 VDC= + When V‘{'[Lngtw‘m,thf ”ngﬂ'mp Fer'fm\nal, . Fseéhe ngapprBoveC(ji Tgtcnmpﬁem}'rhal X
Failure to follow this instruction may result in fire or solenoid damage. Inductive load (UL): A300, Q300 connect the terminals as snown infigure isted in below. Bend the terminal as following
03. Be sure to install the cover after wiring work, and do not apply power with the cover open. Between the terminals of same polarity: 2.5kV for the cable not to override to the case and figure to use. $— —O0
Failure to follow this instruction may result in electric shock. . Impulse dielectric strength Between the terminals of different polarity: 4 kv cover. :
04. Useadry cloth to clean the unit, and do not use water or organic solvent. Between each terminal and non-live part: 6 kV 1 o M4 ~ ~ 34
Failure to follow this instruction may result in fire. : : > — - ™ add -
05. When replacing the head, keep foreign materials from entering the inside of the switch, and Insulation rgystance 2 100MQ (500VDC= megger) \‘e R o
tighten the screws securely. Contact resistance =100mQ 21 52 /AR
Failure to follow this instruction may result in malfunction. Electrical life cycle = 100,000 operations (250 VAC~/6 A) \ o
06. Keep the product away from metal chip, dust, and wire residue which might flow into the Conditional short-circuit current | 100 A N
unit. 5 4301 @
Failure to follow this instruction may result in fire, product damage or malfunction. Solenoid .
07. Do not use metallic cable gland. Rated voltage 24VDC==, class 2 Manufaciierg (Model (rear release buttﬁ%ﬁgmon)
Failure to follow this instruction may result in electric shock due to the damage on the service ) Supplying power: 0.26A 31/33 32/34 61/63 62/64 FNO.5-3.7 (flared type) . : . .
entrance. ] ] Current consumption No':r)r?ﬂgl: ng'ng.O,ZA (3pprox. 3 seconds after supplying power) JST N0.5-3.7 (straight type) 01) Equipped with the rear release extension button(sold separately): >@25
08. Do not use the switch as a guard door stopper. Install separate mechanical stopper. TGRS ClassE
Failure to follow this instruction may result in product damage. = !
09. Carefully manage the spare operation key in order to prevent use of the key without Indicator LED | %ﬁ' %E'
permission. Rated voltage 24VDC= 18, Bansong-ro 513Beon-gil, Haeundae-gu, Busan, Republic of Korea, 48002 .
Failure to follow this instruction may result in loss of safety function due to insertion of the spare Cuia cofsumpﬁon ‘ 22 mA wwwauto%ﬁcs.com | +§2_2_2048_157g-, | sales@astonics.com Aul‘onl‘s

operation key.
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